      
      CORK ROLL COVER ASTM SHEET
Available in: 1/32”, 1/16”, 3/32”, and 1/8”

Thickness Tolerance:
 +.010,-.010

Width Cut Tolerance

   Greater than 24”
 +1/8”, -1/8”

   Up to 3”

 +1/32”, -1/32” 

I. General
This Specification covers a cork-sponged rubber composition that combines resilience with high surface friction.  Style 153 consists of a vulcanized material prepared from granulated cork and a sponged synthetic rubber binder.  The cork and rubber is intimately mixed and the compound is calendered.  It has a cotton backing keyed into the undersurface to add stability and can be specified with or without pressure sensitive adhesive backing. 

This material should be stored in a relaxed and unstressed condition.  The maximum temperature is 30 degree C, away from ozone forming equipment such as transformers, electric motors, etc. and away from direct sunlight.  Material can be stored under these conditions for up to 2 years.

II.



Characteristics

Rubber Type


SBR 
Styrene-Butadiene-Rubber, cork filled

Color



Black

Resistance to Oils/Fuel

Satisfactory

Resistance to Solvents

Good

Heat Resistance

Good

Ozone, Aging Resistance
Satisfactory

Acid/Base Resistance

Satisfactory

Gas Permeability

Good

III.                                        Physical Values

Properties

Unit

         Test

         Test Value
Density


Ib/ft

ASTM F 104-88


34-45

Hardness

Shore A
ASTM D 2240-86

45-60

Tensile Strength
PSI

ASTM F 152-87(B)

>100

Elongation

%

ASTM D 152-87(B)

>250

Tear Resistance
Ib/inch

ASTM D 624-86


>35

Compression Set

(24 h. RT)

%

ASTM D 395(B)


<25

Compressibility

%

ASTM F 36-88(F)

25-40

Compressibility

%

ASTM F 36-88(B)

45-60

Minimum Recovery
%

ASTM F 36-88(F)

85

Minimum Recovery
%

ASTM F 36-88(B)

80

Volume Change

%

ASTM F 146-84, Fuel A

23-28

Volume Change

%

ASTM F 146-84, Oil # 1

15-18

Volume Change

%

ASTM F 146-84, Oil # 3

63-68
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